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ÈWarm Mix

ÈSafety Wedge

ÈAsphalt placement concerns

ÈTraining



È Construction Memo 2 -09

ÁGuidance for of Warm Mix starting with April 24, 
2009 letting

ÁWater Injection Systems addressed

È Construction Memo 9 -10

ÁUse of WMA at lower ambient temperature

ÁLower base mixes to 33 degrees 

ÁSurface mixes to no lower than 35 degrees

ÁNeed to produce an acceptable mat



È Identify which plant will be utilized

È Which mixes

ÁExample: Surface or base

È Where it will be placed

È Approximate time frame

È Make request through Section Engineer

È Learning Curve



È SAFETY

È Expect more pilot 
projects

È 4 projects let initially

È Continue to need 
feedback





È Asphalt pushing in front of the rollers, 
eventually breaking and allowing the roller to 
cross over it leaving a rough spot or slight 
mound in the pavement

È Dealing with compaction of  asphalt mixes 
with a tender zone

È Asphalt plant maintenanceé dust balls

È Be mindful of truck weights



È Constructing centerline/longitudinal joint 
properly and in the correct location

È Shoulder edge drop off ð1ó max

È Need smooth transitional joints, both when we 
do edge keys and on daily start ups

È Timely submittals of Asphalt Mixtures 
Acceptance Workbook (AMAW) ð5 days



È Need to be mindful of leveling and wedging 
operation. Need to be looking at roadway 
cross slope and vertical alignment .  This is also 
important for rideability.

È Rideability concerns

È Too many transverse joints

È Bump in the road from trucks backing into the 
paver to dump



È Flaggers texting or talking on cell phones and 
being inattentive

È The importance of the cores and the random 
numbers. Also the cores need to be 
representative of each sublot. Label the cores 
correctly.  KYTC needs to handle them 
properly.



È Improve tying down side roads and entrances.

È Poor job on mailbox turnouts. Did not pave 
entire area that mail truck uses as pull off and 
left drop offs.

È Had issues with oil bleeding back through 
pavement.






